
28W 1500MM WARWICK T8 CCT SWITCHABLE POULTRY TUBE 
WITH ROTATABLE ENDS, CABLE AND MALE AND FEMALE CONNECTORS
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GALLINA LED LTD,  2.3b The Beacon, Beaufront Park, Anick Road,  Hexham, Northumberland  NE46 4TU, United Kingdom
Tel: +44 (0)7738 102 100  or  +44 (0)7813 123 411   Email: sales@gallinaled.com   www.gallinaled.com

FEATURES AND BENEFITS
• Colour temperature switchable - 5000K/Blue to calm birds; 
 2700K/Red to aid sexual development and egg production
• Flicker free reduces stress and pecking and improves resistance to disease
• Increases growth development and weight gain by 5%  (5000K)
• Encourages sexual development (2700K)
• Controls onset and optimises egg production  (2700kK)
• Improves the persistance of lay (2700K)
• IP69K waterproof, dustproof, ammonia resistant and IK10 impact resistant
• Rotatable ends give precise light direction

PRODUCT INFORMATION
Input: 180-240VAC 50/60Hz Inrush Current: 9A
Output Current: 520mA Flicker Free: (Hz): 0
Product Size (mm): 1500L x 28D Dimmable: 0.2-100%
Luminous Flux: 3500 lm Surge Protection Voltage: 2000V
Lumen Per Watt: 125 lm Cable (mm): 2 X 1.002

PRODUCT VARIATIONS
GL7296 With rotatable ends and double ended cable and male and female connectors 
5000K/Blue Switchable (Diffused)
GL7297 With rotatable ends and single ended cable and male connector 
5000K/Blue Switchable (Diffused)
GL7298 With rotatable ends and double ended cable and male and female connectors 
2700K/Red Switchable (Diffused)
GL7299 With rotatable ends and single ended cable and male connector 
2700K/Red Switchable (Diffused)
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